
Covert Antenna 
Systems

NEW! Universal OEM Style Antenna
Extraordinary Connectivity At A Moment’s Notice

• Covert OEM style designed for 100W mobile radios 

• Streamlined design for quick & easy installation
• Select models available in Superband®, dual & tri-band systems 

• Installs on most vehicles without ANY modification

• Flexi-Whip™ incorporated for maximum durability
(SKFN-TB-V/U/C-EAN-SP Shown)
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SKFN-NB-VHFL-EANModel Number
Frequency Range(MHz)

Power rating (watts)

Finish

Maximum Height (in) 

Mast Material

Feed Line

Connector

SKFN-NB-VHFH-EAN SKFN-SB-UHF-EAN
150-161 161-174 406-520

100

Black

10 5.610

Flexible Nickel Titanium

17’ RG316 15’ RG316 15’ RG316 15’ RG316

PL259, Mini UHF, BNC, TNC, SMA, N, QMA

• Proudly designed & manufactured in the U.S.A.  

14.4

SKFN-SB-VHF-EAN
150-174

Note: Model numbers on this table are optimized for single-band radios
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SKFN-TB-V/U/C-EAN-SPModel Number
Frequency Range(MHz)

Power rating (watts)

Finish

Maximum Height (in) 

Mast Material

Feed Line

Connector

100

Black

16.1

Flexible Nickel Titanium

15’ RG316

PL259, Mini UHF, BNC, TNC, SMA, N, QMA

130-174, 406-520, 760-870

Note: The model number on this table is optimized for a single port, multiband radio


